
 

 

 
 
 
 
 
 
 
 

TEADIT 1161SAN NON ASBESTOS 
NSF61 APPROVED GASKET 

 
 

SUBMITTAL SPECIFICATIONS 
GASKETS MEET THE PRESSURE RATINGS, DRILLING AND DIMENSIONS OF ANSI/ASME B16.21 AND 

AWWA C111 NSF 61 CERTIFIED FOR CHLORINATED POTABLE WATER 
 
 

TECHNICAL DATA 
 

MANUFACTURER STYLE COLOR BINDER TEMP 
 MAX 

HARDNESS 
SHORE A 

 

TENSILE 
STRENGTH 

ASTM F-
152 

ELONGATION APPLICATION CERTIFICATION MATERIAL 

Teadit.  1161SAN Blue Proprietary 575       N/A 1300 N/A Potable Water 
Systems 

NSF 61 Non 
Asbestos 

 

COMMERCIAL GRADE 
 

AVAILABILITY 
 

          Full Face            Ring          1/16”          1/8” 

GENERAL DESCRIPTION: Teadit style NA1161/108 2SAN is specifically formulated to pass criteria 
established in NSF-61 for sealing materials, as well as providing excellent resistance to conductivity.  

** Domestically manufactured in the USA** 

 

 
 
 
 

                 


